








Connect the speakers to the amplifier
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Connecting the speaker cables

g Peel off about 10 mm of sheathing
from the tip of the speaker cable,
then either twist the core wire
tightly or apply solder to it.

w Turn the speaker terminal
counterclockwise to loosen it.

e Insert the speaker cable’s core
wire to all the way into the
speaker terminal.

r Turn the speaker terminal
clockwise to tighten it.




B Connect the CD player to the amplifier

CD player
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Plug the power cord into a power outlet

Connect to household
power outlet
(AC 230V, 50/60 Hz)




B Turn the amplifier’s power on
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o Reduce the volume to the minimum level.

9 Press the power operation button.




B Begin playback

0 Set the input source to “CD”.

9 Play the CD player.
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6 Adjust the volume.




Owner’'s Manual

Please reference these manuals for more details about the setup and operation of the amplifier and it's features.

1 Web Manual
To read it on your tablet or PC, please access to Web

Manual site.
manuals.marantz.com/PM5005/EU/EN/

#
This Web Manual is optimized for
tablets and mobile devices.

Web Manual
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1 PDF Manual

To read the owner's manual on your computer or to print it
out, please open the included CD-ROM or select the “PDF
Download” link from the Web Manual.

Insert the disc into
your PC.

Follow the screen or double click on
the PDF file.



http://manuals.marantz.com/PM5005/EU/EN/index.php
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